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Part / petanb

-10 °C + +425 °C
ASTM

FORGED GATE VALVE C12

3aaBUXKa KoBaHaa C 12

Type / Tun Cc12

Nominal pressure Class/
HOMMHaNbHOe AasneHue Class

1500 Lb

Nominal size NPS/
HOMMWHa/bHbIM pasmep NPS

—yzll _zll

Design / KOHCTpYKUMA API 602

Flanged / dnaHupbl ANSI B16.5
Welding end / KoHup!l Nog, npuBapky ANSI B16.25
Thread end / MydTosoe ANSI B1.20.1
o | amon
Face-to-face / cTp.gnnHa ANSI B16.10
Testing / ucnbitaHua AP1 598
Pressure/temperature
[aeneHvie/Temnepatypa ANSI B16.34

Use / ucnonbsosaHune

Gate valve is shut off valve which serves as complete
closing element of medium flow. C 12 type is designed acc
API 602 standard. The body and yoke are from forged
material. It cannot be used for regulation of flow. /
3a4BUKKa ABNAETCA 3aNOpHON apMaTypoW CyKallen K
NONHOMY 3aKpbITUM Te4eHUa pabouei cpeabl. 3aaBUKKa
C 12 npowussegeHa no ctaHAapTy APl 602. Kopnyc 1 xomyT
W3roTOB/IEH U3 KOBAHOTO MaTepuana. 3aABUNKKY
HEBO3MOXHO UCMO0/1b30BaTb AN PEryAALMU TeHEHUA.

Material / matepuan
-10 °C + +590 °C -37 °C + +425 °C
ASTM ASTM

-10 °C = +538 °C
ASTM

1 Body / kopnyc A105 F11 LF2 F304

2 Yoke / xomyT A105 F11 LF2 F304

3 Wedge / knunH F6 + weld-on F6 + weld-on F304 + weld-on F304 + weld-on

4 Seat / ceano Sedlo 410 + weld-on 410 + weld-on F304 + weld-on F304 + weld-on

5 Stem / wnuHaens 410 410 F304 F304

6 Sealing / ynnoTHeHne Spiral-graphite/SS Spiral-graphite/SS Spiral-graphite/SS Spiral-graphite/SS

7 Packing / canbHuk Graphite Graphite Graphite Graphite

8 Bolt / 6onT A193 B7 A193 B7 A182 L7 A193 B8

9 Nut / raiika A194 2H A194 2H A194 8 A194 8

10 Packing flance / ¢naHew, canbHuka A105 F6 F6 F304
Other material specification upon request / apyroe ucnosHeHue no 3akasy
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Main and connection dimensions / rnasHbie u npucoea. Paamepbl

%" 1" 1%" 1%"
D1 121 130 149 159 178 216
D2 82,6 88,9 101,6 111,1 123,8 165,1
D3 35,1 42,9 50,8 63,5 73,2 91,9
D4 . . . .
D5 Accordlng to pipe dimensions / CornacHo pasmepy pr6b|
B 28,6 31,8 35,0 35,0 38,2 44,5
f 6,4 6,4 6,4 6,4 6,4 6,4
n 4 4 4 4 4 8
22,2 22,2 25,4 25,4 28,6 25,4
H+z 160 175 210 240 260 355
NPT n" %" 1" 1%" 1%" 2"
L1 216 229 254 279 305 368
L2 90 110 127 127 127 150
L3 216 229 254 279 305 368
m F [kg] 11,0 16,0 19,0 - 35,0 59,0
m WE [kg] 9,6 14,0 18,0 24,0 30,0 40,0
m NPT [ke] 9,6 14,0 18,0 24,0 30,0 40,0

Valve type / Tun apmartypbl > C 12 l l l - Q 1500 2_" < Nom. size / Hom. pasmep

Flow direction / HanpasneHue TeueHus d /]\ Nom. pressure / Hom. gasneHune

1 — Straight / Mpamoit

Body material / Matepunan Kopnyca

Connection / NpucoeanHeHune 0 — Stainless steel / Hepskasetowan ctanb
1-Flanged / ®naHuesoe Operation/ Ynpasneue 3 —Forged alloy steel / KosaHHas nermposaHHas ctanb
2 —Welding end / Mog npusapky 1-Hand wheel / Maxosuk 4 — Forged carbon steel / KoBaHHas yrnepoaucTas cTanb
3 —Threaded end / MydTosoe 3 — Electric actuator / dnektponpusog,
5 — Socket weld end / Pesb6osoe 4 — Pneumatic (hydraulic) actuator/

MHeBMaTHMYeckuii (TnapaBanYecKuin)
npusog,
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