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Sealing system — variant of seal and design sealing of stem /

Cucrtema ynnoTHeHUA — BapuaHTbl YNIOTHEHUA U KOHCTPYKLMA
ynnoTHeHuA uandbl
,0“ ring (mat. FKM) — up to 200 °C

PTFE or Chevron sealing set PTFE / PTFE uau ynnotHeHuit Chevron PTFE — up to 200 °C
,0“ ring + GRAPHITE — Fireproof / ,,0“ konbLo + rpadut — Hecropaemblii — up to 400 °C
Special design — underground design, double seal /

CneuuanbHbI An3aliH —NoA3eMHOoe NpoBeAeHne, ABOMHOe
YyNAOTHEHWNE

BALL VALVE C 85.51
LLlaposo# KpaH C 85.51

Type / Tun C85.51

Nominal pressure Class/ 300 Lb
HOMMHaNbHOe AasneHue Class
Nominal size NPS/ " em
" %" -6
HOMMHaNbHbIN pasmep NPS

Design / KOHCTPYKUMA ARLGOS
BS 5351
Flanged / dnaHubl ANSI B16.5
Welding end / KoHUp!I Nog, npuBapky ANSI B16.25
Face-to-face / ctp.gvHa By MFR
Testing / ucnbiTaHun API 598
Pressure/temperature
[asneHve/Temnepatypa ANSI B16.34

Use / ncnonbsosaHue

The ball valves work on principle of floating ball. The ball
sits in soft seats - PTFE or PEEK. Ball valves can be
produced as fire-safe, antistatic and anti-blow out, ATEX.
Ball valve has welded body, this design is used in gas
industry. /

LLlapoBble KpaHbl paboTatoT Ha OCHOBE M/1aByyero wapa.
LLlap coxpaHeH B mArkux cegnax - PTFE nan PEEK. C
LLlapoBble KpaHbl NPOM3BOAMM B UCMOSIHEHUWN Ha
orHecrtolKkocTb (Fire Safe), aHTucTaTuK (Anti-static), Anti-
blow (uanda He MOXeT OTXKUMATbLCA NoA, AencTBUEM
paboyeli cpeabl) n ATEX. LLlapoBoi KpaH MmeeT cBapHO
KOPRYC, TaKana KOHCTPYKLMA UCNOb3YETCA B ra30BOM
NMPOMBbILLZIEHHOCTH.

Material / matepuan

Part / petanb -20 °C + (+200 °C ) +400 °C -46 °C + (+200 °C ) +400 °C -46 °C + (+200 °C ) +400 °C
Name (Nr.) Name (Nr.) Name (Nr.)

Body / kopnyc P250GH (1.0460) A350 LF2 (1.0566) X6CrNiTi 18-10 (1.4541)

Bonnet / KpblwKa P250GH (1.0460) A350 LF2 (1.0566) X6CrNiTi 18-10 (1.4541)
3 Ball / Wap GXSCr!\li.19-10 (1.4308)/ CF8 GXSCrl.\li. 19-10 (1.4308)/ CF8 GX5CrI.\Ii. 19-10 (1.4308)/ CF8
X6CrNiTi18-10 (1.4541)/ 321 X6CrNiTi18-10 (1.4541)/ 321 X6CrNiTi18-10 (1.4541)/ 321

Seat / Ceano PTFE / RTFE / PEEK PTFE / RTFE / PEEK PTFE / RTFE / PEEK
5 Stem / wnuHzgens X20Cr13 (1.4021) X5CrNi 18-10 (1.4301) X6CrNiTi 18-10 (1.4541)
Gasket / YnnoTHeHune GRAFIT / PTFE / ,,0“ ring GRAFIT / PTFE / ,,0“ ring GRAFIT / PTFE / ,0“ ring
Other material specification upon request / apyroe ncnosHeHune no 3akasy
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Main and connection dimensions / rnasHbie u npucoes. Paamepbl
%ll 1" 1 %ll 1 yzll ZII 2 yZ" 3“
D1 95 117 124 133 156 165 190 210 254 279 318
D2 66,7 82,6 88,9 98,4 114,3 127 149,2 168,3 200 235 269,9
D3 35,1 42,9 50,8 63,5 73,2 91,9 104,6 127 157,2 185,7 215,9
D4
DS According to pipe dimensions / CornacHo pasmepy Tpy6bl
B 14,3 15,9 17,5 19 20,6 22,2 25,4 28,6 31,8 34,9 36,5
f 1,6 1,6 1,6 2,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
n 4 4 4 4 4 8 8 8 8 8 12
d 15,9 19 19 19 22,2 19 22,2 22,2 22,2 22,2 22,2
H Upon request / Mo Tpe6oBaHuio
L1 140 152 165 178 191 216 | 241 283 305 381 403
L2 Upon request / Mo Tpe6oBaHuio
n
Valve type / Tun apmatypbi > C 85 5 l 2 < Nom. size / Hom. pasmep

Flow direction / HanpasneHue TeueHus

1 — Straight / Mpamoit

Nom. pressure / Hom. gasneHune

Connection / NpucoeanHeHune
1-Flanged / ®naHuesoe
2 — Welding end / Mog, npusapky

il

Operation/ YnpasneHue
1 - Hand wheel / Maxosuk
2 — Gearbox / PeaykTop

3 — Electric actuator / dnekTponpusog,
4 — Pneumatic (hydraulic) actuator/
MHeBMaTHMYeckuii (TnapaBanYecKuin)
npueoA

Body material / Matepunan Kopnyca

0 — Stainless steel / Hepskasetowan ctanb

3 — Forged alloy steel / KoBaHHan nermposaHHas cTajb

4 — Forged carbon steel / KoBaHHas yrnepoaucras crasib
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